
Discover the difference
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Designed for Australia’s harsh and demanding 
conditions, Pioneer Water Tanks are made from 
strong and durable 100% Australian made 
Zincalume® and Colorbond® steel. 

Pioneer Water Tanks come in the full range of 
Colorbond® colours with sizes ranging from 
6,000L to 370,000L. Custom tanks can be 
manufactured to up to 2.6 million litres and 
all can include a provision for fire protection 
reserves.

Our exclusive distributor network facilitates 
sales, service and installation in even the most 
remote Australian locations with minimal 
site preparation. We can offer a full range of 
accessories and fittings to ensure your tank 
meets your needs and performs to the highest 
possible standard.

 To protect your valuable water assets  
and access it where and when you need it,  
 insist on Pioneer Water Tanks.

Since 1988, Pioneer Water Tanks has supplied Australia with water tanks  
for domestic, farming, fire fighting and industrial applications.



Whilst many of our competitors strive to match our innovative technology,  
design and manufacturing standards, nothing comes close to a Pioneer Water Tank.

InveST In An AuSTrAlIAn mADe,  
Pioneer WaTer Tank.



Pioneer Water Tanks’ modern and unique 8-80 V-LOCK wall profile provides the 
strength of corrugated steel and maintains perfect support to the liner moulded to 
the inside of the tank wall.

The 8-80 V-LOCK design maximises the strength of your tank to ensure it stays in 
shape when full or empty whilst minimising liner stress.

8-80 
V-LOCK



Our 150mm diameter overflow connection 
and down piping is the largest in the market. 

Designed to meet the Plumbing Industry 
Board’s requirements for an overflow greater 
than the infill rate of water means you avoid 
costly problems associated with a tank 
overflow.

Pioneer Water Tanks’ one-piece PVC wall 
connection prevents water coming into 
contact with any steel around the overflow 
penetration. The need to use any chemical 
based sealant is also eliminated to protect 
your potable water supply against possible 
contamination.

150mm Diameter 
overflow



AQuAlIner® SAFe
Our AuSTrAlIAn mADe AQuAlIner® IS cuSTOm 
engIneereD FOr The SOle PurPOSe OF SAFe AnD 
SeCUre WaTer SToraGe. 

Its BPA-free multi-layered material with internal reinforced 
fabric weave meets global safety and food standards, ensuring 
the ultimate peace of mind for the secure storage of safe, 
clean, fresh and chemical-free water.



AQuAlIner®
 

SAFe
 

Double Seam Weld
PIOneer WATer TAnKS’ AQuAlIner® IS DOuBle SeAm 
WelDeD FOr AuSTrAlIA’S TOugh cOnDITIOnS
Our innovative double seam welded AQUALINER® provides the ultimate protection at liner joints, 
preventing leaks, drips, seepage or wicking of your precious water.  Water seepage from your liner 
can encourage white ants or invasive roots, so insist on a double seam welded liner.



Swivel 
Foot roof 
connector

The exclusive heavy duty Pioneer Water Tank roof connects to the 
body of the tank through a unique swivel foot roof connector and 
high-tensile bolts.

Offering safe and reliable load resistance and tie-down of the 
roof means you don’t have to worry about the performance of 
your tank roof in even the most extreme conditions.



Fully concealed structural bolts provide 
you with a smooth and tamper-free panel 
joint. These unique vertical seams reinforce 
the strength of the tank and increase the 
integrity of your water tank.

With hundreds of tonnes of water to contain, 
Pioneer’s engineer-certified bolt strips 
provide the ultimate strong and safe panel 
joint.

Fully 
cOnceAleD 
BOlTS



national network,  
local Service 

Our passion for producing quality water tanks is also shared 
by the many family businesses that comprise our extensive 
national distributor network. With over 50 distributors 
across the country you can be assured of expert local advice 
and support throughout your water tank installation and 
continued service life.



Tony & Jill, Hovea Western Australia. GT50 Paperbark®



Tested by the Australian Government Bushfire Cooperative Research Centre, Pioneer Water Tanks are 
designed to maintain their structural integrity and retain water during and after exposure to a fire front.

Combine your domestic and fire water in one cost effective, space efficient tank.  
Be prepared this fire season with just one additional fire fitting.

rurAl AnD FIre  
PrOTecTIOn TAnK

39,000 litres domestic supply

10,000 litres reserve supply

Domestic 
water outlet

Fire fighting 
reserve outlet



STAnDArD IncluSIOnS 
your Pioneer Water Tank includes the following*

OPTIOnAl AcceSSOrIeS
Pioneer Water Tanks stock a full range of accessories and fittings to suit your requirements.

FAScIA STrIP

Pioneer Water Tanks’ 
optional fascia strip 
offers protection 
from sharp edges 
and a clean, modern 
tank profile.

FITTIngS

Pioneer Water Tanks 
carry a full range of 
fittings to suit your 
requirements.

geOTeXTIle 
unDerlAy

Recommended when 
clean, fine sand is 
difficult to source and 
for added protection 
of the liner against 
damage from sharp 
objects such as 
stones or rocks.

heAvy DuTy 
hIngeD AcceSS 
hATch

Offers extra strength 
and security when 
you need to securely 
lock and restrict 
access to your tank.

WATer level 
InDIcATOrS

A number of options 
are available 
including the 
traditional float and 
pulley and wireless 
systems.

DuST AnD InSecT 
PrOTecTIOn

Super seal protects 
your stored water 
from dust, insects 
and frogs.

* Standard Inclusion 
in all tanks in QLD

FIre PrOTecTIOn 
vAlveS

Pioneer Water Tanks 
carry a full range 
of fittings to meet 
your local bush fire 
regulations.

BOTTOm ScOur 
cleAnIng OuTleT

This simple cleaning 
drain provides easy 
access to drain dirt or 
silt that settles at the 
bottom of your tank.

• One (1) 50mm outlet and valve

• One (1) 150mm overflow down pipe and flap valve

• Exclusive Australian made Aqualiner®

• One (1) removable ladder

• One (1) leaf filter basket OR 50mm inlet

• One (1)  lockable access hatch

• One (1) set of sacrificial anodes for corrosion protection

• Delivery and installation on your prepared pad

• 20 year conditional warranty

*GT6 has a 50mm overflow and excludes anodes, access hatch and removable ladder.



mODel grOSS cAPAcITy
note: Allowance must be made for air  

gap and pipework positioning to  
establish usable tank volume.

DImenSIOnS

          Min. Water
      Pad Size  Min. Sand aggregate Fill required 
  Litres Gallons Diameter Height (Width x Depth) required required after Build

 GT 6 6,864 1,510 2.00m 2.18m 4.00m x 150mm 2.5m2 0.4m2 500L

 GT 10 12,200 2,600 2.67m 2.18m 4.67m x 150mm 3.0m3 0.4m3 600L

 GT 20 19,100 4,200 3.34m 2.18m 5.34m x 150mm 4.0m3 0.5m3 950L

 GT 30 27,542 6,053 4.01m 2.18m 6.01m x 150mm 5.0m3 0.6m3 1,300L

 GT 40 37,573 8,258 4.68m 2.18m 6.68m x 150mm 6.0m3 0.7m3 1,750L

 GT 50 48,963 10,761 5.35m 2.18m 7.35m x 150mm 7.0m3 0.8m3 2,300L

 GT 60 62,111 13,615 6.02m 2.18m 8.02m x 150mm 8.5m3 0.9m3 2,900L

 GT 80 76,504 16,814 6.69m 2.18m 8.69m x 150mm 10.0m3 1.1m3 3,550L

 GT 90 92,570 20,345 7.35m 2.18m 9.35m x 150mm 11.0m3 1.2m3 4,350L

 GT 110 110,116 24,212 8.02m 2.18m 10.02m x 150mm 13.0m3 1.3m3 5,050L

 GT 130 129,292 28,416 8.69m 2.18m 10.69m x 150mm 14.5m3 1.4m3 6,000L

 GT 150 149,948 32,956 9.36m 2.18m 11.36m x 200mm 16.0m3 1.5m3 7,000L

 GT 170 172,529 37,919 10.03m 2.18m 12.03m x 200mm 24.5m3 1.6m3 7,900L

 GT 200 195,851 43,044 10.70m 2.18m 12.70m x 200mm 27.0m3 1.7m3 9,000L

 GT 220 221,604 48,704 11.36m 2.18m 13.36m x 200mm 30.0m3 1.8m3 10,200L

 GT 250 247,478 54,478 12.03m  2.18m 14.03m x 200mm 33.0m3 1.9m3 11,400L

 GT 280 277,000 60,839 12.70m 2.18m 14.71m x 200mm 36.0m3 2.0m3 12,900L

 GT 290 290,632 63,876 10.70m 3.23m 12.70m x 200mm 27.0m3 1.7m3 9,000L

 GT 330 328,096 72,109 11.36m 3.23m 13.36m x 200mm  30.0m3 1.8m3 11,400L

 GT 370 367,831 80,784 12.03m 3.23m 14.03m x 200mm 33.0m3 1.9m3 12,900L

TAnK PAD PrePArATIOn

TAnK SIZeS



cOlOrBOnD® cOlOurS

Zincalume®

Pioneer Water Tanks Standard Tank Colour Range Zincalume®

Pioneer Water Tanks Non-Standard Colour Range

classic cReamTm mangRove® PaPeRbaRk® suRfmisT® Woodland gRey®

basalT® cove® coTTage gReen® deeP ocean® dune® evening HaZe®

gully® iRonsTone® JasPeR® manoR Red® monumenT® nigHT sky®

Pale eucalyPT® sHale gReyTm TeRRain® Wallaby® WindsPRay®



23 Clayton Street, Bellevue, WA 6056 
PO Box 1874 Midland, WA 6936

Toll Free 1800 999 599 
Facsimile (08) 9274 4588

Email enquiries@pioneerwatertanks.com.au 
pioneerwatertanks.com.au

Discover the difference

Join us on Facebook: facebook.com/pages/Pioneer-Water-Tanks/365908220188560

your local Authorised Distributor:

The information contained in this catalogue is provided for informational purposes only and to the fullest extent permitted by law, without any representation or warranty of accuracy  
or completeness of information or other warranty of any kind including any implied warranty of quality, merchantability, fitness for a particular purpose or non-infringement. 

Additionally, Pioneer Water Tanks Pty Ltd (“Pioneer”) ABN 65 604 579 651 makes no representation whatsoever, either expressed or implied, in respect of information of third parties 
that appear in this catalogue.

Pioneer Water Tanks® and Aqualiner® are registered trade marks of Pioneer Water Tanks Pty Ltd. Colorbond® and Zincalume® are registered trademarks of BlueScope Steel Limited. 
Pioneer is not a designer of water management systems or a consultant in relation to their use. Recipients of this catalogue should make their own enquiries about the contents of 
this catalogue and independently verify the applicability, fitness for a particular purpose or suitability or liability with regard to the reliance on or use of any of the information in this 
catalogue or any Pioneer product. Pioneer will not be responsible for the consequences of reliance on any technical advice given by Pioneer employees, appointed distributors or sub 
contractors in relation to any matter other than those matters specific to the design, manufacture and installation (where applicable) of the Pioneer range of products.

Pioneer will be entitled at any time and without notice to change, update, modify, replace, discontinue, improve and delete any information or product in this catalogue.

The COLORBOND® steel images shown have been reproduced to represent actual product colours as accurately as possible. However, we recommend checking your chosen colour 
against an actual sample of the product before purchasing, as varying light conditions and limitations of the printing process may affect colour tones.
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